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@®Excessively dusty or dirty locations
Thank you and cangratulations on your purchase of the Power supply
WMT-588C*. Using Cherub's proprietary tuning software, the 5.1. Press SEL to choose BEAT/RHYTHM/TEMPO. The icon will Press PLAY to turn the unit OFF when the unitis not in use.
WMT-588C*tunes faster and mare accurately than other flash after being selected. Press.aor wto set Beat, Rhythm or Remove the battery to prevent it from leaking when the unitis
tuners of its kind. Tempo. not in use for long periods.
Item Value Handling
PRODUCT DESCRIPTION To avoid breakage, do not apply excessive force to the switches
Rhythm S T 0 v 8 2 O 0 NPV PSR PRI A o or controls. Do not take the tuner apart by yourself.

WMT-588C*is a 3in 1 Tuner, Metronome, and Tone Generatar
allin one featuring 20ms response time, steady detection and
accurate tuning. A built-in speaker allows you to hear the beats, Tempo 30-250 bpm/ 1bpm step
,the rhythms, and tones.

Beat 0~9 Care
If the exterior becomes dirty, wipe it with a clean, dry cloth. Do

not use liquid cleaners such as Benzene, thinner, cleaning
compounds or flammable polishes.
Keep this manual

5.2. Press PLAY to start/stop metronome

Volume — 6.TAP function (Tap function can only be activated in Metronome After reading this manual, please keep it for future reference.

Output—{ <ourer TUNERSMETRONOME weors ——Input Mode) Keeping foreign melztter c.;ut ?f your .equlpme.nt -
Flat Pa——s o pon - ru&h Sharp l{ (EE - o Neve.r se? any container with liquid in !t negrthls tuner. .If liquid

oo e B 008, GWMT_EW TS ! b gets into it, that could cause malfun(l:tlon, flre., or electrical
¢ . ..i. . . bpm| ©oOog pm shock. Be careful not to let metal objects get into the tuner.
LCD ; \\\\\\\\\“W////////// - E : E s Speaker
LERE ) (O o] Hessshones
6.1.Press SEL for 2 seconds to activate TAP function. g: :::E \f:r:iEE:Zpaettaar:::eadrT:ngrecdoit:;]:;';d:roducts of AC
6.2.Press PLAY to calculate the tempo. Press any other button to . i .
exit TAP function mains operated apparatus until December 31, 1996 means it
7.Tone generator mode conforms toa EMC Directive (89/336/EEC) and CE mark
— Directive (93/68/EEC).
Slot © T — © ,’:“ L,"-",’ :HZ And, CE mark which is attached after January 1, 1997 means it
g conforms to EMC Directive (89/336/EEC), CE mark Directive
Sound (93/68/EEC) and Low Voltage Directive (73/23/EEC).
‘:’ Alsa, CE mark which is attached to aur company’s products of
Battery operated apparatus means it conforms to EMC
;" — | @* Battery Directive (89/336/EEC) and CE mark Directive (93/68/EEC).
S ~ / cover 7.1.Pr|esstS(;ELto choose Note A4. The icon will flash after being IMPORTANT NOTICE TO CONSUMERS

7.2.]35’?ees§io.rvto setNote, Ad . This .p.rodtljct has been manufacltured according to stri.ct .

Installing the battery 7.3.Press PLAY to start/stop playing the note. specifications and voltage requirements that are spplicable in

. the country in which itis intended that this product should be
When the LCD becomes dim. Please replace the battery.

’ - used. If you have purchased this product via the internet,
@Slide the battery cover according to the arrow an the battery? SPECIFICATIONS through mall order, and/or vis & telephone sale, you must
compartment. Pop the batteries out, replace with a new ane X . ' L o R

i . verify that this product is intended to be used in the country in
and replace the cover. Pay attention to polarity. Tuning range: E, (20.6 Hz)-D, (4700Hz) whic)rl1 ou resige y
Keys:C. F. B, E’ y :

WARNING: Use of this praduct in any country other than that

Calibration: 410 - 490Hz (1Hz steps) A4=440 Hz
OPERATION Precision: + 1 cent ( Ps) far which it is intended could be dangerous and could

1 Press PLAY for 3 seconds to turn on/off the WMT-588C*. Tuning mode: MIC, Direct input invalidate the manufacturer's or distributor's warranty.

. == = Em Please also retain your receipt as proof of purchase otherwise
i i Rhythm: .0 ) J 0 J8370 & JLoodih Qb L o~
:Evc;ryltlmte yotu turn the power on the WMT-588C will turn on BeZt' 0. 1. 2 3"’ 4. 5. 6 w7 9 0-8 your product may be disqualified from the manufacturer's or
o the last setting. 0012, 3. 4. 5. 6. 7,

distributor’s warranty.
2.Press MODE for 1 second to switch between "Tuner”,
"Metronome” and "Tone Generator" mode.
3.Press MODE for 2 seconds to turn on/off backlight.
Backlight will shut off after 15 secretary.
4. Tuner made

Tempo: 30-250bpm/ 1bpm step
Standard Tone:
®|n Chromatic Mode: 4C~4B

Power: 3V (2 X AAA)
Power consumption:Tuning mode: <5mA
®Metranome mode: <20mA

. r L{,_,n ®Tane generator made: <50mA

L 1L Hz ®Power off: 1ua

Tuner IR Dimension: 105(L) X70(W} X17(H) mm
-2 il - Weight: 72g
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1. The device will turn off sutomatically when there is no signal
present for 5 minutes. If you want to turn on the device again,
press PLAY for 3 secands to turniton.

2. Replace the batteries when the LCD light becomes dim.

4.1. Press a orw to set A4, (410Hz-490Hz/1Hz step)

4.2. Play a single note on yaur instrument. The display will
show the name of the note closest to the pitch detected
by the tuner.

4.3. Play another single note on your instrument; if the
needle points to the right of 0, the note is sharp; if the
needle points to the left of 0, the note is flat. Tune your
instrument until the needle paints to 0

4.4 When tuning using the MIC, be sure there is nothing
connected to the OUTPUT jack.

After changing the battery, the WMT-588C* will revert to its
original settings.




